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1.0
SWPPP CERTIFICATION

I certify under penalty of law that this document and all attachments were prepared under
my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gathered and evaluated the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. I am aware that there are significant
penalties for submitting false information, including the possibility of fine and
imprisonment for knowing violations.

HERCULES INCORPORATED
A L Yyl
Si/gnature Date
és et
Print Name

LT P22 BELER
Title

SWPPP/HERCULES
REVISION 0: 04-04-96 1



Storm Water Pollution Prevention Plan
Hercules Incorporated

2.0
SWPPP OVERVIEW

2.1 GENERAL

Federal regulations (40 CFR Parts 122, 123 and 124) require preparation of a permit
application for storm water discharges associated with "industrial activities" in accordance
with the National Pollutant Discharge Elimination System (NPDES). Regulated industrial
activities and facilities are identified by two means: Standard Industrial Classification
(SIC) codes or by specific description of the covered industry or activity. The Hercules
Incorporated (Hercules) chemical plant located at 613 West Seventh Street in Hattiesburg,
Mississippi is classified under SIC Code 2861, which is identified for coverage by the
Federal regulations cited above. The Hercules facility is also subject to Section 313 of
Title ITI of the Superfund Amendments and Reauthorization Act (SARA).

A portion of storm water and treated wastewater discharged form the Hercules site is
currently covered under NPDES Permit Number MS0001830, which expires on October
21, 1996. Hercules is applying for a State of Mississippi SARA Title III, Section 313
Storm Water General NPDES Permit (General Permit) for coverage of storm water upon
expiration of the current NPDES permit.

This Storm Water Pollution Prevention Plan (SWPPP) is being submitted to fulfill the
requirements set forth in the Environmental Protection Agency (EPA) storm water
guidelines for industrial permit application and the General Permit. This SWPPP was
prepared in accordance with the guidelines presented in the Mississippi SWPPP Guidance
Manual for Industrial Facilities, prepared by the Mississippi Department of
Environmental Quality (MDEQ). A SARA Notice of Intent (SNOI) is being submitted to
the MDEQ separately, as required by the General Permit.

2.2 SWPPP OBJECTIVES

The EPA published regulations in November of 1990 to control storm water discharges
under the NPDES program. The goal of the storm water program was to improve water
quality by reducing the amount of pollutants contained in storm water runoff from
industrial sites. Industrial facilities subject to an NPDES storm water discharge permit
must prepare and implement a SWPPP.

The objectives of this SWPPP are to:

Identify potential sources of pollution which may affect the quality of storm
water discharges;

Describe best management practices (BMPs) and control measures
intended to minimize the pollutants in the facility's runoff; and

SWPPP/HERCULES
REVISION 0: 04-04-96 2
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Provide practical guidance for implementing the SWPPP and complying
with the terms and conditions of the General Permit.

2.3 SWPPP ELEMENTS

In order to meet the requirements of the terms and conditions of the General Permit, this
SWPPP contains the following elements:

Description of Potential Pollutant Sources. This SWPPP includes a site

map, a topographic map, a narrative description of significant materials
exposed to storm water, provisions for an updated list of significant spills,
predictions of surface water flow direction and the pollutants which may be
present in the discharges, and provisions for an updated summary of
sampling data.

Storm Water Management Controls. The SWPPP addresses the various

controls necessary for preventing the potential pollutants from affecting the
storm water discharge.

Site Inspection and Recordkeeping Provisions. The SWPPP discusses the

requirements for implementing and complying with site inspection and
recordkeeping requirements.

SARA Title ITI, Section 313 Requirements. The SWPPP describes
measures taken at the site to conform with applicable guidelines for SARA

facilities established in the General Permit.

These elements are described in the following sections.

SWPPP/HERCULES
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3.0
SITE INFORMATION
3.1 GENERAL INFORMATION
Facility Name: Hercules Incorporated
Site Address: 613 West Seventh Street
Hatties] Mississioni 39401
Mailing Address: P.O. Box 1937
Hattiest Mississinni 39401
County: Forrest
Facility Contact: Mr. Charles Jordan
Phone: 0 5-3450
Facility Manager: Mr. Gerald Burch
Facility Owner/Operator:  Hercules, Incorporated
Primary SIC Code: 2861 (Gum and Wood Chemicals)
Designated Pollution
Prevention Manager: Mr. Charles Jordan
SWPPP/HERCULES
REVISION 0: 04-04-56 4
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3.2  SITE DESCRIPTION

The Hercules site covers approximately 200-acres in a commercial/residential area in
northern Hattiesburg (Figure 1). The facility, which has been active since 1920, is
primarily involved in the production of resins and paper chemicals derived from imported
pine rosin. The majority of industrial areas where significant materials are handled,
processed, and stored are located in the southern and eastern portions of the site. The
northern and western portions of the site are generally undeveloped and vegetated, and
very few industrial activities occur in these areas. A site plan illustrating industrial areas
and storm water-related features is included as Figure 2.

The Hercules site is generally surrounded by commercial properties to the north and east,
and residential areas to the south and west. A cemetery and an industrial plant is located
adjacent to the southwestern portion of the site. A perennial eastward-flowing stream,
Greens Creek, transects the Hercules site. Once Greens Creek exits the site, it trends
northward and discharges into the Bowie River approximately one-half mile north of the
site. Two intermittent, northward-flowing tributaries originate southwest of the Hercules
facility and extend across the undeveloped (western) portion of the site to Greens Creek.

The primary access for tanker trucks and other vehicles is at the southern portion of the
site along West Seventh Street. A manned guard house is located at this entrance. The
Main Office Building is located along West Seventh Street, and employee parking is
located across the street from this building. Another site access road is located along the
eastern property boundary on Providence Street. A system of Illinois Central Guif
railroad spurs exist within the Hercules facility (see Figure 2), accessing loading/unloading
areas at the different material storage and transfer areas. The two rail access points are
located near the northeastern and southwestern corners of the site.

All of the process areas at the Hercules site and the majority of the loading/unloading and
material storage areas are surfaced with concrete and curbed. Liquids including rainwater
and any liquid spills or leaks which accumulate within these contained areas are conveyed
through a series of drains into one of seven area sumps, and pumped underground to the
impounding basin for treatment (see Figure 2). The total contained area is approximately
20 acres (see shaded area in Figure 2). The bulk storage areas located outside the process
areas are surrounded by earthen berms. Storm water which accumulates within these
areas is checked periodically and manually released (as needed) to the treatment system, or
in some cases, to storm water conveyances.

Separate process areas are identified on Figure 2. These areas include numerous buildings
of various size and material, storage tanks (both active and inactive), and a wide range of
plant production hardware. In the past few years, the site has reduced operations and
closed many process and storage areas. Numerous buildings and structures have been
demolished in recent years, and some process areas await demolition. The roadways
through the process areas at the site are surfaced with asphalt pavement; whereas, those
through the undeveloped areas are composed of gravel.

SWPPP/HERCULES
REVISION 0: 04-04-96 5



Storm Water Pollution Prevention Plan
Hercules Incorporated

3.3 STORM WATER OUTFALLS

Two discharge points, or "outfalls", are permitted under Wastewater NPDES Permit
MS0001830. Discharge from Outfall 001 includes treated wastewater and storm water
originating from within the curbed process areas at the facility (approximately 20 acres).
Outfall 002 includes discharge from Outfall 001 and other storm water runoff from a
portion of the facility representing approximately 18 acres, plus some non-contact cooling
water. Other than these areas, storm water runoff exits the Hercules facility at five
additional outfalls. These outfalls, SW001 through SW005, are shown on Figure 2, and
are described in the following paragraphs. Drainage basins for each outfall are outlined on
Figure 3.

3.3.1 OUTFALL SW001

Outfall SW001 is located near the main entrance to the site along the southern site
boundary. This outfall's drainage basin represents approximately 1.2 acres, and includes
the main access road for vehicles, the primary Illinois Central Gulf railroad spur, the main
office building, and numerous covered shops. The outfall is an earthen ditch which
discharges into a eastward-flowing ditch along West Seventh Street.

3.3.2 OUTFALL SW002

Outfall SWO002 is located just west of SWO001, and receives runoff from the railroad spur;
the fueling area for Hercules' vehicles, machinery, the mobile equipment storage area; and
numerous buildings. The Outfall SW002 drainage basin covers approximately 7.0 acres,
and the discharge point is an earthen ditch which is received by the eastward-flowing ditch
along West Seventh Street.

3.3.3 OUTFALL SW003

Outfall SW003 is located where Greens Creek exits the facility near the northeastern
corner of the property. This outfall point receives runoff from the entire undeveloped area
in the western portion of the site, uncontained areas surrounding the Neuphor process
plant, and the area in the vicinity of the rosin pits. Greens Creek is a perennial stream and
its watershed represents over 1,000 acres, of which approximately 103 are located on the
western Hercules property. The fraction of flow through Outfall SW003 originating from
the site during a storm event is negligible.

3.3.4 OUTFALL SW004

The discharge point for SW004 is located near the northeastern corner of the Hercules
site, east of SW003. The SW004 drainage basin represents approximately 16 acres, and
receives runoff from the primary railroad spur and uncontained areas surrounding
numerous process areas and loading/unloading areas. This unnamed, intermittent tributary

SWPPP/HERCULES
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trends northeastward after exiting the Hercules site, discharging into the Bowie River
approximately one-half mile northeast of the site.

3.3.5 OUTFALL SW005
Outfall SW005 is located along the eastern property boundary, and receives runoff from

uncontained areas surrounding the hard resins process area, loading/unloading areas, and
numerous buildings. The drainage basin for this outfall covers approximately 1.7 acres.

SWPPP/HERCULES
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4.0
DESCRIPTION OF POTENTIAL POLLUTANT SOURCES

The following sections identify and describe all activities and significant materials which
‘could potentially pollute storm water discharges at the Hercules site.

4.1 TOPOGRAPHIC MAP

Figure 1 is a topographic map showing the area in which the Hercules facility is located.
The property boundary of the site is outlined, and the map extends at least one-quarter
mile beyond the boundary.

42  SITE MAPS

Figure 2 is a detailed site map showing the locations of the five storm water oufalls
(SWO001 through SW005), along with other storm water-related features. Figure 3 depicts
the onsite drainage areas for each of the storm water outfalls. The following items are
included on the site maps (Figures 2 and 3):

Property boundaries and buildings;

Exposed significant materials;

Locations of past, major spills and leaks;

Exposed equipment maintenance and cleaning areas;
Treatment, storage and waste disposal areas;
Fueling stations;

Liquid storage tanks;

Loading and unloading areas; and

Processing and storage areas.

4.3 NARRATIVE DESCRIPTION OF SIGNIFICANT MATERIALS

As required by the General Permit, this section provides a narrative description of
significant materials at the Hercules site. A full list of BMPs developed for the Hercules
site designed to reduce the potential for storm water contamination is included in
Attachment A. Numerous chemicals are used at the Hercules site, many of which are
stored, handled, or transported outdoors. Rather than list each chemical used at the site,
the following paragraph will focus on the process areas where groups of chemicals, raw
materials, products, and by-products are used, stored, and handled. SARA Section 313
chemicals stored at the site are listed in Table 1. Material Safety Data Sheets (MSDS) for
each chemical used or stored at the Hercules facility are located in the main office building
and in the appropriate operating area.

Individual process and other industrial areas at the Hercules site are illustrated on Figure
2, and include: the Staybelite and Foral areas, the Pilot Plant, the Synthetic Resins area,
the Defoamer Paracol area, the Kymeme area, the Rosin Amine areas, the Hydroperoxides

SWPPP/HERCULES
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area, and the Neuphor area. Designated loading/unloading areas for raw materials,
products, and by-products are also noted on Figure 2. All storm water which accumulates
within the process areas and loading/unloading areas (along with potential spills or leaks)
is contained, treated, and released through permitted NPDES Outfall 001. The sumps
located at each process area are designed such that spills flowing through them will be
recovered and returned to the systems. Spills that could potentially pass through the
sumps are recovered in the main impounding basin.

Structural storm water controls at the Hercules facility include: the concrete curbing
around the process, materials storage, and loading/unloading areas to contain storm water
and potential leaks/spills; earthen berms around bulk storage areas; roofing over some
process areas and material storage areas to prevent contact with rainfall; concrete and
asphalt paving along roads and other vehicle traffic areas to prevent soil erosion;
underground drain lines and culverts to convey storm water below roads and other
structures; earthen and concrete drainage ditches to collect and convey storm water
runoff; and catch basins to divert storm water to below-ground conveyances. Drainage
valves are present on drainage pipes within the dikes surrounding the bulk storage tanks.
The valves remain closed, but are opened periodically to release uncontaminated storm
water. Grass is present within most of the earthen channels and swales at the site to
minimize erosion and reduce suspended sediments in storm water runoff.

Non-structural controls that have been implemented at the Hercules site to improve the
quality of storm water runoff include: assigning a Pollution Prevention Manager (see
Section 5.1); employee training (Section 5.7); testing storm water conveyances for non-
storm water or "illicit" connections (Section 5.8); routine site inspections and annual
evaluation of the SWPPP (Section 5.9); and the development and implementation of a
site-specific Spill Prevention Control and Countermeasure (SPCC) Plan. The SPCC Plan
outlines standard operating procedures to minimize the potential for spills or leaks, and
provides response procedures in the event of a spill. The storm water program will be
integrated into Hercules' existing environmental programs, including: hazard
communication; preventive maintenance; spill control; emergency response; health and
safety; and waste minimization.

Process wastewater and captured storm water is treated in the onsite treatment system.
The primary treatment system consists of a sedimentation chamber, a dissolved air
flotation system, and a skimmer (see impounding basin in Figure 2). Treated water from
the primary system is held in a large storage tank located west of Providence Street prior
to final treatment. The secondary system is located north of the impounding basin and
consists of three large carbon absorption towers. The treated wastewater is discharged
through Outfall 001 and into the Outfall 002 drainageway adjacent to the impounding
basin. This discharge is covered under NPDES permit number MS0001830.

Hazardous wastes produced at the facility are stored in a designated covered, enclosed
building. These wastes are periodically picked-up by a commercial transporter for offsite
treatment and/or disposal. Non-hazardous process wastes are stored in 55-gallon drums

SWPPP/HERCULES
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in a contained area near the northeastern portion of the site (see Figure 2). Empty metal
resin containers are temporarily stored in the undeveloped portion of the facility. These
containers are periodically picked-up by an outside company for scrap metal. Other solid
wastes from the site (boxes, office paper, etc.) are disposed in numerous dumpsters
located around the site, and these wastes are periodically picked-up by a waste disposal
company for landfill disposal. It was a common practice at Hercules in the past to place
rosins into below-ground pits for long-term storage. These rosin pits are located in the
northern portion of the site.

Various machinery is used at the Hercules facility to aid in loading, unloading, and moving
materials. The fueling area for vehicles and machinery is located in the southern portion of
the site. The gasoline and diesel (one each) fuel tanks are located within secondary
containment, and the fueling point is adjacent to the eastern containment wall. Two wash
racks are located just northeast of the fueling area. Vehicles, machinery, and other
equipment are washed at the wash rack near the auto shop, and rail cars are cleaned at the
wash rack constructed below a railroad spur. Drainage from both wash racks is conveyed
to the wastewater treatment system.

Domestic sewage from the Hercules site is discharged into the City sewage system.
Common fertilizers (e.g., Round-Upy,) are periodically applied along fence rows at the
site by Hercules personnel and local certified contractors. Common fertilizers are
occasionally applied to grasses at the facility, particularly in front of the main office
building along West Seventh Street. Pesticides or other soil conditioners are not used at
the Hercules site.

4.4  SIGNIFICANT SPILLS OR LEAKS

Within the last five years, there have been several releases of significant materials to the
facility wastewater treatment system that were contained onsite. Some releases may have
escaped offsite through the facility storm water sewer system at Outfall SW004. The
reported releases include:

DaIQ_ Vi3 '_l-.v..&',". Cd Inchging Am a1 O -. Il NCICASC

8-16-91 Polypale Area- Dowtherm (27% byphenyl)- 10 gallons were
released and either treated by the facility wastewater treatment
system or discharged through Outfall 002.

9-06-91 Polypale Area- Dowtherm- 10 pounds were released and either
treated by the facility wastewater treatment system or discharged
through Outfall 002.

9-09-92 Polypale Area- Dowtherm- 10 pounds were released and either
treated by the facility wastewater treatment system or discharged
through Outfall 002.

SWPPP/HERCULES
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9-10-92 Polypale Area- Dowtherm- 10 pounds were released and either
treated by the facility wastewater treatment system or discharged
through Outfall 002.
10-15-92 ©  Hard Resins Area- Dowtherm- 10 pounds were released and either

treated by the facility wastewater treatment system or discharged
through Qutfall 002.

3-03-93 Resin Amide Derivative (RAD) Area- Terpene (para-cymene)- 50
gallons escaped off-site through the storm water sewer system at
Outfall SW004. Hercules personnel conducted clean-up efforts in
the drainage ditch downstream from Outfall SW004.

5-04-95 RAD Area- Dowtherm- 10 pounds were released and either treated
by the facility wastewater treatment system or discharged through
Outfall SW004.

All of the releases to Outfall 002 were covered under the existing NPDES permit number
MS0001830. Any significant spills or leaks of toxic or hazardous pollutants which occur
at the Hercules site after the effective date of the facility's General Permit will be recorded,
as outlined in Section 5.6.

45 FLOW PREDICTION AND POTENTIAL POLLUTANTS

All ditches and other storm water conveyances are illustrated on Figure 3, along the
arrows indicating flow direction. The predicted direction of sheet flow on the site is also
shown, and the individual drainage area for each storm water outfall is outlined (each
storm water outfall is described in Section 3.3).

The majority of spills at the facility occur within contained areas (process or
loading/unloading areas) and are captured and diverted to the onsite wastewater treatment
system. It is not practical to list all the chemicals stored at the Hercules facility; however,
the SARA Section 313 chemicals stored at the site are listed in Table 1. The individual
process and loading/unloading areas are illustrated on Figure 3, which also illustrates the
predicted flow direction from each potential source area. Chemicals released into storm
water conveyances within the last five years are listed in Section 4.4.

4.6 SAMPLING DATA SUMMARY

Outfalls 001 and 002 at the Hercules site are currently permitted under a wastewater
NPDES Permit. These outfalls are sampled three times per week, and the monitoring
reports are submitted to the MDEQ. To date, storm water sampling has not been
performed in storm water outfalls SW001 through SW005.

SWPPP/HERCULES
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5.0
STORM WATER MANAGEMENT CONTROLS

5.1 POLLUTION PREVENTION MANAGER

The Pollution Prevention Manager at the Hercules facility is Mr. Charles Jordan. His
responsibilities include: development and implementation of SWPPP; training of site
personnel (Section 5.7); conducting storm water site inspections (Section 5.9.1);
evaluation of the SWPPP (Section 5.9.2); and, if necessary, modification of the SWPPP
(Section 10.0).

52 RISK IDENTIFICATION/ASSESSMENT AND MATERIAL INVENTORY

As previously stated, any liquid spills in processing or loading/unloading areas are
contained by concrete curbing, and these liquids (along with storm water which
accumulates) are conveyed to the wastewater treatment system. Most of the bulk storage
tanks outside of the process areas are empty, but all are surrounded by earthen dikes to
capture a potential spill. The fueling area for vehicles and machinery at the site is
uncovered and uncontained (see Figure 2). The implementation of standard operating
procedures in the facility's SPCC Plan help to minimize the potential for a leak or spill.

Although many toxic and hazardous chemical compounds are stored and used at the
Hercules plant, the existing storm water structural controls at the site present a relatively
low risk for the release of such compounds to storm water runoff. A list of significant
spills/leaks at the facility in the last five years is included in Section 4.4. In most cases, the
spilled chemicals were recovered and treated in the wastewater treatment system. Some
of the chemical releases at the site are in a gaseous phases, which would have little or no
effect on the quality of storm water.

53 SEDIMENT AND EROSION PREVENTION

No areas were identified during the site visit which exhibited a high potential for soil
erosion. All process areas, major roadways, and other high-traffic areas are covered with
pavement. Minor roadways throughout the western portion of the site are surfaced with
gravel. Undeveloped areas are well covered with indigenous grasses and other vegetation.
Most of the earthen ditches are grassed which minimizes erosion and sedimentation.
Sediments are removed from storm water which enters the impounding basin (wastewater
outfall 001).

54 PREVENTIVE MAINTENANCE
The Hercules facility currently implements a preventive maintenance program for the

purpose of assessing and maintaining storm water management devices and plant
equipment capable of causing a release of a significant material. The goal of the program

SWPPP/HERCULES
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is to preclude breakdown or failure of equipment that would cause pollution to reach the
storm water conveyance system.

Site personnel have been trained to identify any equipment, systems, pipes, pumps, storage
tanks, pressure vessels, pressure release valves, process and material handling equipment,
and storm water management devices that may be faulty and capable of causing a release.
Site inspections are conducted as needed to check source areas for potential problems
(Section 5.9). Specific BMPs relating to the facility's preventive maintenance program are
included in Attachment A. Tank testing procedures are described in Section 6.2.

55 GOOD HOUSEKEEPING

Good housekeeping practices are intended to keep the facility clean and orderly, thus
minimizing the potential for contribution of pollutants to storm water runoff. Routine
good housekeeping BMPs for the Hercules facility are included in Attachment A.

5.6 SPILL PREVENTION AND RESPONSE PROCEDURES

The process and storage areas where spills would most likely occur are shown on Figure
3, as well as the predicted flow direction of a release. Spill prevention and response
procedures are outlined in the facility's SPCC Plan. This plan is currently being
implemented to minimize the potential for a spill, and will be used in the event of a spill.
In general, the SPCC Plan includes: a description of the facility's storage tanks and
associated control devices, operating procedures for pipe line transfers and
loading/unloading; guidelines for inspections and records; security measures; personnel
training and responsibility; and countermeasure procedures in the event of a spill. A copy
of the SPCC Plan is available in the Pollution Prevention Manager's office in the main
office building.

Significant spills or leaks which could potentially occur in the future will be reported to
the proper authorities in accordance with federal regulations. In this event, an evaluation
of site operations and procedures involved in the spill will be made and, if appropriate, the
SWPPP will be modified accordingly (see Section 5.10). Information regarding any
significant spills will be recorded at the site. This information will include, as appropriate:

Date of spill;

Duration of spill;

Cause of spill;

Environmental problems created by the spill;

Response procedures,

Parties notified;

Recommended revisions to the SWPPP and operating procedures; and
Equipment needed to prevent recurrence.

SWPPP/HERCULES
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5.7 EMPLOYEE TRAINING

Effective management of storm water pollution will require all facility staff to be familiar
with those conditions that may cause pollution. Furthermore, day-to-day implementation
of BMPs by all employees is essential for the success of this SWPPP. The Pollution
Prevention Manager will be responsible for implementation of the guidelines established in
this SWPPP.

Storm water training will be conducted on an annual basis at the Hercules facility, and the
information will be reviewed with appropriate new employees during their employment
orientation. Training topics will consist of: 1) spill prevention and response, 2) good
housekeeping practices, 3) material management practices, and 4) other general BMPs.
The SWPPP training will be conducted to all employees which are associated with
outdoor industrial activities. Regular feedback regarding the implementation and
maintenance of storm water management practices will be obtained from operations staff
by the Pollution Prevention Manager.

58 TESTING FOR ILLICIT CONNECTIONS/CERTIFICATION
5.8.1 Potential Non-Storm Water Discharges

Federal law and the General Permit prohibit almost all non-storm water discharges unless
specifically permitted under an NPDES permit. On April 3, 1996, dry weather
observation for non-storm water discharges was conducted at the Hercules facility. As
previously stated, wastewater is currently being discharged through NPDES-permitted
Outfalls 001 and 002 (not part of this SWPPP). Non-storm water connections were not
observed in the SW001, SW002, SW003, SW004, or SW005 drainage basins.

5.8.2 Certification

As required by the General Permit, a Non-Storm Water Discharge Evaluation and
Certification is included in this SWPPP (see Attachment B). This form summarizes the
methods and results of the evaluation, and has been certified by an appropriate Hercules
representative.

5.9 VISUAL SITE INSPECTIONS
5.9.1 Routine Inspections

The responsible designee should perform visual site inspections at the Hercules site as
often as needed to adequately monitor the effectiveness of the SWPPP. A Checklist of
BMPs is included in Attachment A to facilitate routine inspections. A determination
should be made whether the BMPs established in the SWPPP are being implemented and

SWPPP/HERCULES
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are adequately minimizing pollutants in storm water runoff. If possible, the routine
inspections should be conducted following a rain event.

5.9.2 Annual Site Evaluation

In addition to the routine visual inspections, the General Permit requires that a
comprehensive site compliance evaluation be conducted at least annually. The objective
of the evaluation is to assess the overall effectiveness of the SWPPP and to modify or
improve the SWPPP, as appropriate.

Accordingly, the annual compliance evaluation of the facility will address the following
elements:

Modify or update the site map to reflect current conditions;

Verify and update potential pollutant sources;

Inspect outfalls for evidence of pollutants entering the drainage system and
adversely impacting the receiving water body,

Verify that source and structural controls have been implemented, and are
effective in controlling storm water pollution;

Identify if improvements or additional control measures are needed,
Inspect the condition of any spill response equipment; and

Inspect potential non-storm water discharges.

The annual site evaluation will be conducted by the responsible designee. The routine
visual inspections should be scheduled at different times of the year than this
comprehensive site evaluation, and results of the visual inspections will be taken into
consideration during the annual evaluation process.

Information obtained during the annual site evaluations will be recorded on copies of the
Inspection Report and Certification Form for SWPPP Evaluation, included in Attachment
C. This information includes:

Date and time of the site evaluation;

Name of the inspector(s);

Date and amount (inches) of last rainfall;

Deficiencies noted during the inspection;

Corrective action needed; and

Certification as to whether or not pollution control measures are adequate
and have been implemented and properly maintained.

SWPPP/HERCULES
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The Inspection Report and Certification Form for SWPPP Evaluation will be submitted to
the MDEQ annually, as discussed in Section 5.11.

510 MODIFICATIONS TO THE SWPPP

The SWPPP will be modified 1) to reflect changes in design, construction, operation, or
maintenance at the Hercules Site which may increase the discharge of pollutants to storm
waters, 2) if it is determined by the Pollution Prevention Manager that the SWPPP is
ineffective in controlling storm water pollutants, or 3) to address MDEQ-requested
changes to the SWPPP. If modifications to the SWPPP are deemed necessary, the plan
will be revised to incorporate the modifications, and applicable pages of the old SWPPP
will be replaced. Each page, figure, and table in the SWPPP will be dated to keep a
record of modifications.

Modifications to the SWPPP as requested by the MDEQ will be made within 30 days of
notification, and Hercules will certify in writing to the MDEQ that the requested changes
have been made. Otherwise, any modifications to the SWPPP will be submitted to the
MDEQ within 30 days after amendment. Information regarding modification(s) to the
SWPPP will be recorded on the form included in Attachment D. This information will
include: date of amendment; reason for amendment; a listing of any pages, tables, figures,
or attachments involved in the amendment; and a re-certification of the modifications to
the SWPPP by the appropriate Hercules representative.

5.11 REPORTING

The Inspection Report and Certification Form for SWPPP Evaluation (Attachment C) will
be submitted annually postmarked no later than the 28th day of January. Report forms
will be submitted to the MDEQ at the following address (next page):

Chief, Industrial Wastewater Branch

Mississippi Department of Environmental Quality
Office of Pollution Control

P.O.Box 10385

Jackson, Mississippt 39289-0385

5.12 RECORDKEEPING
Records obtained during the annual site evaluations will be retained by Hercules for a

minimum of three years after date of inspection. The responsible designee will be
responsible for recordkeeping procedures.

SWPPP/HERCULES
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6.0
ADDITIONAL REQUIREMENTS FOR SARA-SECTION 313 FACILITIES

6.1 PREVENTIVE SYSTEMS

In areas where Section 313 chemicals are stored, processed, or handled, appropriate
containment and drainage control structures exist to contain a potential spill (see Figure
3). Any spills (as well as rainwater which accumulates) are contained by concrete dikes
surrounding these areas, and liquids are conveyed to the facility's wastewater treatment
system. Bulk storage tanks located away from the operation areas are surrounded by
earthen dikes. Drainage valves within these dikes remained closed, unless uncontaminated
storm water is being manually released.

6.2 COMPATIBILITY OF TANKS AND SPILL PREVENTION

All storage tanks and containers for Section 313 chemicals at the Hercules facility are
compatible with the material stored and conditions of storage (e.g., pressure,
temperature). Tanks are inspected frequently by operating personnel for signs of leakage
or deterioration. Corrective action is initiated when such signs are indicated.

Tanks, foundations, and dikes are periodically inspected and tested by area supervisory
and maintenance personnel. Testing is conducted at least once every three years and may
include: pressure testing, hydrostatic testing, visual inspection, and non-destructive
procedures where appropriate. The integrity testing records are kept by the responsible
designee.

6.3 NON-LIQUID MATERIAL STORAGE AREAS

All Section 313 chemicals are stored within containment areas, and any spills would be
captured. Hazardous wastes generated at the facility are stored within a covered, enclosed
building. Non-hazardous process wastes are stored in 55-gallon drums in a contained area
near the northeastern portion of the site (see Figure 2). Storm water drainage from this
storage area is treated and released through wastewater Outfall 001.

6.4 TRUCK AND RAILCAR LOADING/UNLOADING AREAS

All truck and railcar loading/unloading areas for Section 313 chemicals are located within
contained areas. During materials transfer, a sign is placed in front of all trucks and
railcars. The trucks and railcars are chocked to prevent movement until it has been
determined that all hoses and pipes have been disconnected and all drains and closures
have been tightly closed.  System hardware and tanks associated with the
loading/unloading areas are inspected periodically as part of Hercules' preventive
maintenance program. Other details associated with loading/unloading operations are
available in the facility's SPCC Plan.

SWPPP/HERCULES
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6.5 MATERIALS HANDLING EQUIPMENT DESIGN

In areas where Section 313 water priority chemicals are transferred, processed, or
otherwise handled, piping, and processing/handling equipment is designed and operated so
as to prevent discharge of Section 313 chemicals. Materials used in piping and other
hardware and equipment which come in contact with these chemicals are compatible with
the substances. Drainage from the process/handling areas are contained, and any storm
water which accumulates in these areas is conveyed to the wastewater treatment system.
Roofing, enclosure, or other guards exists is some of the process/handling areas to
minimizing spraying and exposure of potential source areas to wind.

6.6 DISCHARGES FROM CONTAINED AREAS

All Section 313 chemicals are stored within containment areas, and any spills would be
captured. The sumps associated with each process area are designed such that spills
flowing through them will be recovered and returned to the systems. Spills that could
potentially pass through the sumps are recovered in the main impounding basin by a
skimmer. Earthen dikes surround bulk storage tanks away from the process areas, and
drainage valves present within the dikes are manually opened periodically to release
uncontaminated storm water. These valves are of the "open-and-close" design. "Flapper-
type" drainage valves are not used in the storm water structural control systems at the
Hercules site.

As required by the General Permit, records will be kept of the frequency and estimated
volume (in gallons) of discharges from the containment areas to the drainage basins for
storm water Outfalls SW001 through SW005 (not for wastewater Outfalls 001 and 002).
The information will be recorded on the forms provided in Attachment E, and will include:
date of discharge; estimated volume of discharge; containment area from which discharge
originated; storm water drainage basin affected; documentation that discharge appeared
clean (no sheen or odor) prior to discharge and that valve was manually closed following
discharge; personnel performing discharge; and a signature.

6.7 PREVENTIVE MAINTENANCE/HOUSEKEEPING

All applicable areas of the Hercules facility will be inspected for leaks or conditions that
could lead to discharges of Section 313 chemicals or direct contact of storm water with
raw materials, intermediate materials, waste materials, or products. Such potential
occurrences will be monitored during the routine site inspections which are conducted as
often as needed by the responsible designee (see Section 5.9.1), and during the site
evaluation inspections (Section 5.9.2) which are conducted at least annually. A Checklist
of BMPs used during the inspections, which includes inspection procedures and general
housekeeping guidelines, is included in Attachment A.

As part of the Hercules' standard operating procedures, integrity testing of materials
storage and handling hardware is performed periodically. Testing is conducted at least
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once every three years and may include: pressure testing, hydrostatic testing, visual
inspection, and non-destructive procedures where appropriate. The integrity testing
records are kept by the responsible designee.

6.8 SECURITY

The Hercules plant has established and implemented a security system to prevent
accidental or intentional entry which could cause a discharge. Components of the security
system are described below.

The plant area is fenced, and all gates are either locked or guarded.
Visitors are admitted only by pass to visit a specific person or persons. No
unauthorized visitors are allowed.

The plant fence and non-operating areas are patrolled by supervisory
personnel or guards on a frequent scheduled basis.

Lighting in critical areas is adequate to avoid vandalism and to detect spills.

69 TRAINING

Annual employee training regarding the prevention of spills and discharges of Section 313
chemicals is addressed in Section 5.7. Contractor personnel will be trained on a task-by-
task basis, depending on the nature of work. Training will be provided by the Pollution
Prevention Manager or responsible designee. The responsible designee will also be
accountable for spill prevention, setting up emergency procedures, and reporting
requirements so that chemical spills and releases can be isolated and contained before
discharge.

6.10 ENGINEERING CERTIFICATION

In accordance with the General Permit, the SWPPP has been reviewed and certified by a
Registered Professional Engineer, having examined the Hercules facility and attesting that
the SWPPP has been prepared in accordance with good engineering practices. The
engineering certification is included in Attachment F.

The SWPPP will be reviewed and re-certified every three years by a Registered
Professional Engineer. Additional certifications will be documented on the form included
in Attachment F.
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7.0
PERMIT CONDITIONS

7.1  INSPECTIONS

During coverage under the General Permit, all areas at the Hercules facility contributing to
storm water discharges associated with industrial activity will be inspected as often as
needed, but no less than once annually. The inspections will be performed by the
responsible designee and will evaluate whether the SWPPP 1) adequately minimizes
pollutant loadings, 2) is properly implemented in accordance with the terms of the General
Permit, and 3) should include additional control measures. Routine site inspections and
annual site evaluations are further defined in Section 5.9.

7.2  NON-NUMERIC LIMITATIONS

In accordance with the SWPPP, storm water discharging from the Hercules site (Outfalls
SW001 through SW005) should be free from:

1. Debris, oil, scum, and other floating materials other than in trace amounts;
Eroded soils and other materials that will settle to form objectionable
deposits in receiving waters;

3. Suspended solids, turbidity, and color at levels inconsistent with the
receiving waters; and
4. Chemicals in concentrations that would cause violation of State Water

Quality Criteria in the receiving waters.
The non-numeric permit limitations will be assessed during the site inspections.
7.3 MONITORING REQUIREMENTS

During coverage under the General Permit, storm water discharges associated with
industrial activity under SARA are subject to the monitoring requirements listed in this
Section, only if an EPA Form R (EPA Form 9350-1), Section 5.3, indicates a release
to storm water. The Hercules facility Form Rs for the most current year do not indicate a
release to storm water; therefore, storm water monitoring is not currently required. In the
event a release is indicated on future Form R reporting, monitoring will be performed as
described below. Regardless of monitoring status at the Hercules storm water outfalls,
non-numeric limitation criteria (Section 7.2) will be assessed at each outfall during site
inspections.

7.3.1 Frequency of Monitoring and Type of Storm
If monitoring is required for an outfall or outfalls at the Hercules facility based on Form R

reporting, sampling will be performed annually until Form Rs for the year indicate no
release of Section 313 chemicals to storm water. The sampling event(s) will be conducted
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REVISION 0: 04-04-96 20



Storm Water Pollution Prevention Plan
Hercules Incorporated

on storm(s) greater than 0.1 inches in magnitude, and occurring at least 72 hours from the
previously measurable (greater than 0.1 inch rainfall) storm. If possible, sampling will be
conducted early in the year to avoid weather conditions that may prevent sampling.

7.3.2 Parameters
The following parameters will be measured:

pH;

Total suspended solids (TSS); and

Any Section 313 chemical reported on an EPA Form R as being released to
storm water.

In addition, the following information will be documented:

Date and duration (hours) of storm sampled,

Rainfall measurement (in inches) of storm which generated storm water
runoff,;

The duration (hours or days) between the storm sampled and the end of the
previous measurable (greater than 0.1 inch rainfall) storm; and

An estimate of total discharge (in gallons) for the storm sampled.

7.3.3 Sample Collection

For each applicable outfall at the Hercules site, one grab sample will be collected during
the first thirty minutes of runoff (or as soon thereafter as practicable), and one
composite sample will be collected. The composite sample may be either flow-weighted
or time-weighted, and may be collected using an automatic continuous sampler or as 2
combination of a minimum of three sample aliquots taken in each hour for the first three
hours or entire discharge, with each aliquot being separated by a minimum period of
fifteen minutes.

7.3.4 Representative Discharge

For two or more outfalls at the Hercules site that require monitoring and that discharge
substantially identical effluents, Hercules may opt to sample only one of these outfalls and
report that the quantitative data applies to the substantially identical outfall(s). This
determination will be made if sampling is required in two or more outfalls at the site
during the same year.

7.4 REPORTING

For annual evaluations at the Hercules facility, the Inspection Report and Certification
Form for SWPPP Evaluation (Attachment C) will be completed and submitted to the
MDEQ along with laboratory data sheet(s) from storm water monitoring performed at the
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site (Section 7.3). This information will be submitted to the MDEQ annually,
postmarked no later than the 28th day of January, at the following address:

Chief, Industrial Wastewater Branch

Miississippi Department of Environmental Quality
Office of Pollution Control

P.O. Box 10385

Jackson, Mississippi 39289-0385

SWPPP/HERCULES
REVISION 0: 04-04-96 22



suszuog JAIH QUSJAX

Suanjo ], POy SunyIng
SpupAyuUY oNeyIyq SpLPAYUY Olo[RN
IPIXQ SudAyIg 100415 ausjAyig
uupAyosoyoidy BlUOWIUIY

SN JE PAI0)S SIEIIUIIYD) E[E UONNS VYVS

IdJISSISSIIN “DdN4SAILLVH
ILVIOJAOINI STINOHHH
ALIS LV ARIOLS STVOINAHD €1€ NOLLDTS ‘T A TLLL VIVS
I A T4VL




N\
: // s

] Radlo Towet‘

Ik

1Rl (wE = :
Iooe u & [
gl 8 TR

‘SW005
] (eff Dalyia

Lg

NG

001 & 002

-
7THN 2

N {

WASTEWATER ‘OUTFALLS 3 T =
Y4
[«}

'\ '—JL;:%"

11
B

8

v . |

c
B —|
migap=giF
T 7l B
EAC) SR
X \’%}\e'a @

I eLizaglrr -

o~ ~

i reaslcea ||
althall §ch'¥ ;
[T e +

{ MISS.

QUADRANGLE LOCATION

SOURCE:
U.S.G.S. 7.5 MINUTE QUADRANGLE MAP,
HATTIESBURG, MISSISSIPPI 1964

Eco-Systems, Inc. ™
Environmental Engineers and Scientists

SCALE: DRAWN BY: K. SELF  [DATE: 12-29-95
1"=2000' CHKD. BY: +»hJsL DATE: &-J~ 76
PROJECT NO. CAD FILE
HER9502 GEOMAP.DWG
SITE LOCATION 1




ATTACHMENT A

CHECKLIST OF BMPs



€ Jo 1 93eg

(3oe[d-ut Jou )1 3y} Je SAINSEIW L)LINJAS AUR 1M

{(ATuo 1ayream L1p Sunnp sjqesiidde) [reyno 1a1em uuols e ygnosy)
9)IS 31 wo1y pagreyssip Suraq Isjem WLI0)S-UOU AUB SBAN

{I91eM ULIO)S 0} 9SBI21 J0IIP B 0} P3| P[Nod JBy) IOUUBW € ul pa
-podsuen 1o ‘pafpuey ‘pa10js Juraq sjeutew JuedsyIusis Aue arop

{seare 9say] wioxy Jurdeoss asimiayio spinbif a1am 10
‘Gunerado Apxadod jou sduns BaIe JUSWUIBIUOD AUE SIS

Luado 1J3] 197eM ULI0)S O} SHUBUTWIBIUOD 3SEI[AI AJ[enudlod
PINOS YOTYM SeoIe JUSWUIBIUOD U S9A[RA 9FeUIRIp AU 219p

Lpaswaidurt Aaadoidun
8ursq (19 uonoag) sarnpasord Jurpeojun/3uIpeo] asopm

{JUSWUIBIUOD
9pISINO eaxe Jurpany oY) 38 PaAIasqo syeay 1o syjids Aue azop

LSeururejuod enusiod Juryesy 10
o3eqred yim Suimoy1a40 aIs e s19)sdunp s)sem prjos a1om

L191em wo)s joedwit pinod ey seate uononposd ur paAIssqo
$35In0S JURUTWIEIU0D [enuajod I3Y10 10 ‘SjIdS ‘S)es] 1M

(seare afeuresp ul paArssqo saded Aens 10 SLIGOP 9500] d10M

{MOIJ J31BM ULIO)S IOLIISII P[NOD YOIYM SLISAND
10 SUISEq YD1ED UI PIAIISQO SUONONIISO ISYIO JO SLIGIP I3

UNE, SUOLDY 3ANDIALIOT) uRlqold QLS ‘SAAX JI ON 10 SHA ‘SNOILVAYASHO dNd
SO0MS  P0OMS  €00MS  Z00MS  T00AAS  (FPUID) j3ulmo) 1M S[[EJIN0 YIIYAL &S$IN0Y T JSE] ul pautes )1 sk
ISUOIPUO)) JIYILIAN JUILIND) :(s)aop0adsug ULy, PreQq

IddISSISSIN “OUNEGSALLLVH - GZLVIOJIOINI STINDITH
SdNE 40 LSIDIOAHD




€ Jo 7 3deg

{S197eMm FUIATSO0I ) 1IIM JUS)SISUODUT S[IAI]
Je I3]EM ULIOIS UT 10]0D 10 ‘K)IpIgIn) ‘Sp1jos papusdsns aropm

{S197eM BuIA1200]1 Ul s)isodap 9[qeuodafqo wioy 03 91as
PINOD TN} PIAIISQO S[ELISIRWI ISYIO IO S[IOS PIPOI AUR II9M

(Siunoure 39ex Ut Wey} I9Y10 IS 3Y) woyy Suimory 19)ea Wiojs ul
PoAISSqO S[BLISJEW SUTIROY JOYI0 10 ‘UINDS [I0 ‘SLIQIp Aue sep

{S1arem 8urAra021 0)
1oedwt 95I9ApE UE SUISTIED IS)EM ULIO)S JO SISEI[I [BNUBI JI9AN

4913 ‘SUOIBPUNOY ‘SINIP ‘SUB) ‘SIATBA AUE UO Pajou swajqoid
AJIBa1uT 1910 S19M 10 ‘PIATIS]O SHUE) JO UOHIRIOLISNP SEM

(paruswsdury Apradoxdur Suiag
Jo sjenbope jou wergoxd soueusurew sanusAaid sy sepm

{191BM ULIO}S 0 UTeIp 1By
SEQIE Ul POLINDO0 S[erIsjeur Juestyuis Jo syesy 10 syjids Aue sey

(suonerado Suruesyo Suunp spinbi Surureiuoo Ap31enbape
jou Juawdinba/S3[ONYaA PUB SIBO[IRI 10] SHOBI YSEA SIIM

Jeale ageiors
9)Sem SNOPIBZEY-UOU Y} J& PaAIssqo s[jIds 10 syea] Aue a1om

{UOIEUIWEIUOD I31M ULIOIS 0} PEa] P{nood jey)
Jouuew € uf pa10Js 10 pajpueystur Fuiaq sajsem SNOPILZEY I9M

(8uneado Apxadoxd j1ou walsAs JusunEan) 191BMIISEAL SEAL

LPapous Aqises
9 PIROd YoIyM 3)IS 3Y) 1B PIAIISQO SBIIR UYL d1eq AUE 319M

UIYE L, SUOIDY JAIJIILIO))

Wapqo.Ig 3qLSI( ‘SHA JI

ON 10 SHA

‘SNOILVAYISHO dINg

IddISSISSTIN “OdNASAILLVH - AALVIOJIIODNI STINDIAH
(QANNILNOD) sdINF A0 LSITIDIHD




€ Jo ¢ 38eq

EyCTe |

:a1mjeusig

SINFINWOD YHHLO

IddISSISSTIA “OUNISTILLVH - AILVIOJIOONI STINDYAH

(QTANNILNOD) SANE A0 LSIDIDAHD




ATTACHMENT B

NON-STORM WATER DISCHARGE EVALUATION
AND CERTIFICATION
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ATTACHMENT C

INSPECTION REPORT AND CERTIFICATION FORM
FOR SWPPP EVALUATION



Part VII. Inspection Report and Certification Form
For Storm Water Pollution Prevention Plan Evaluation

SARA Storm Water General NPDES Permit No. MSRI1 __
(Fill in your Certificate of Coverage Number)
(Please Print)
Owner and/or Operator:
Facility Name:
Facility Location:
Date and Time:
. Inspector(s):
Date of Last Rainfall: Estimated Amount:

Deficiencies Noted During the Inspection (attach additional sheets if necessary):

Corrective Action Needed (attach additional sheets if necessary):

Corrective Action Compliance Schedule:

Based upon this inspection which I or personnel under my direct supervision conducted, I certify that all pollution
control measures are adequate and have been implemented and maintained, except for those deficiencies noted above,
in accordance with the Storm Water Pollution Prevention Plan filed with the Office of Pollution Control and good
engineering practices as required by the above referenced permit.

I certify under penalty of law that this document and all attachmeats were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gather and evaluate the
information submitted. Based on my inguiry of the person or persons responsible for gathering the information, the
information submitted is, to the best of my knowledge and belief, true, accurate and complete. I am aware that there
are significant penalties for submitting false information, including the possibility of fines and imprisonment for
knowing violatious.

I further certify that the Mississippi Office of Pollution Control has been notified of any changes pertinent to our
storm water permit as required in Part II.C.

Authorized Name (Print) Signature Date

These reports shall be submitted annually, as required in the permit, to: Chief, Industrial Branch
Office of Pollution Control

P.O. Box 10385
Jackson, Mississippi 39289-0385
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ATTACHMENT E

RECORD OF DISCHARGES TO STORM WATER



TANLVYNOIS QASVATIN SNOTIVD | (EOUVHOSIAHALIY | JUALVAMNOYUOAO | NISVEADVNIVHA | QEASVATE SVM ZDYVHOSIAHOIHM | TDAVHOSIA
FALLVINISTAITA STINOUTH ALVINIXOYddY QISOTD AATVA | HO NIFHS AIEVIDLLON | AALVM WIOLS WOY4 VANV INTWNIVINOD J0 ALvd
IdJISSISSTIA ‘D4 NISALLLYH
CILVIOLIODNI STTNOYTH

YALVA WHOLS OL STOUVHOSIA 40 @I0D T




ATTACHMENT F

ENGINEERING CERTIFICATION OF SWPPP



Engineering Certification
Storm Water Pollution Prevention Plan
Hercules Incorporated
Hattiesburg, Mississippi

This Storm Water Pollution Prevention Plan (SWPPP) for the Hercules Incorporated
(Hercules) chemical plant in Hattiesburg, Mississippi was prepared in accordance with
guidelines established in the Environmental Protection Agency's (EPA's) National
Pollutant Discharge Elimination System (NPDES), Federal regulations 40 CFR Parts 122,
123 and 124, and the State of Mississippi SARA Title III, Section 313 Storm Water
General NPDES Permit.

This SWPPP will be modified 1) to reflect changes in design, construction, operation, or
maintenance at the Hercules Site which may increase the discharge of pollutants to storm
waters, 2) if it is determined by the Hercules Pollution Prevention Manager that the
SWPPP is ineffective in controlling storm water pollutants, or 3) to address MDEQ-
requested changes to the SWPPP. Modifications to the SWPPP as requested by the
MDEQ will be made within 30 days of notification, and Hercules will certify in writing to
the MDEQ that the requested changes have been made. Otherwise, any modifications to
the SWPPP will be submitted to the MDEQ within 30 days after amendment.

The SWPPP has been and will be reviewed and certified every three years by a Registered
Professional Engineer. All certifications will be documented in this Attachment. Such
certification does not relieve Hercules of their duty to implement the plan.

CERTIFICATION:

I have examined the Hercules chemical plant in Hattiesburg, Mississippi in relations to
Federal regulations 40 CFR Parts 122, 123 and 124, and the State of Mississippi SARA
Title TII, Section 313 Storm Water General NPDES Permit. I hereby certify that this
SWPPP has been prepared in accordance with good engineering practices.

Eco* Systems%ﬂa 94/

Caleb H. Dana, Jr.

#E/%

Date
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Part VIL Inspection Report and Certification Form B
For Storm Water Pollution Prevention Plan Evaluation '

SARA Storm Water General NPDES Permit No. MSRI11 __
(Fill in your Certificate of Coverage Number)

(Please Print) (Fb_,-,_‘v\ .

Owner andlor Operator: _ JUERAUIUES TNEORABRIED
Facility Name: WW/M /W

Facility Location: _ /AT 7 /4528 1 A 77%
Date and Time: /}/07/?7 ? %;7(

Date of Last Rainfall: / / / A8 / ?? Estimated Amount: /0 P % ”

Deficiencies Noted During the lnspechou (attach additional sheets if necessary):

S FITIHCS7EAT

Corrective Action Needed (attach additional sheets if necessary):

BELE pPITRCHZHEANT

Corrective Action Compliance Schedule:

Based upon this inspection which I or personnel under my direct supervision conducted, I certify that all poliution
control mesasures are adequate and have been implemented and maintained, except for those deficiencies noted above,
in accordance with the Storm Water Pollution Preveation Plan filed with the Office of Pollution Control and good
engineering practices as required by the above referenced permit.

I certify under penalty of law that this documeat and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gather and evaluate the
information submitted. Based on my inquiry of the person or persons responsible for gathering the information, the
information submitted is, to the best of my knowledge and belief, true, accurate and complete. [ am aware that there
are significant penalties for submitting false information, including the possibility of fines and imprisonment for
knowing violations.

I further certify that the Mississippi Office of Pollution Control has been notified of any changes pertinent to our
storm water permit as required in Part II.C.

U TER ASHUCHLES, % W?
Authorized Name (Print) y Signature 7 Date
These reports shall be submitted anaually, as required in the permit, to: Chief, Industrial Branch
Office of Pollution Control

P.0. Box 1038S
Jackson, Mississippi 39289-0385
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Inspection Report and Certification Form
For Storm Water Pollution Prevention Plan Evaluation

Outfall 001

Outfall 002

Outfall 003

Outfall 004

Outfall 005

Date : 12/07/99

No flow, no oils, no oily sheen on water, some
silt-in needs to be removed from the outfall.

No flow, no oils, no oily sheen on water.

Normal flow for Greens creek, no oils, no oily
sheen on water.

Slight trickle flow due to freeze precautions, no
oils, slight spotting of small sheen patches on
some water pockets. Outfall needs general
housekeeping/ cleaning to remove any small
sheen patches.

No flow, no oils, no oily sheen.

Corrective action outlined for outfalls 001 and
004 will be completed by 1/31/00



